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R-3067
Combination Inlet Frame, Grate, Curb Box
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NUMBER TYPE OPEN  FEET Alternate Grate(s):

R-3067 B 20 58

- _P_,}i .
R-3067 C 1.8 5.8 i

R-3067 L 21 58 ; ; _'._I:, .. fﬁ

Available Curb Boxes: 2"Radius Open, 3"Radius Open, 6"Radius Open, 10"Radius Open, Mountable/Barred
Enviro-Curb Boxes available, see p. 129.
For Double and Triple units, refer to R-3295-2 and R-3295-3.
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R-3475
Airport Drainage Inlet Frame, Deep Vertical Bar Grate
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CATALOG GRATE  FT.  LINEAL . ‘ , . Grates are bolted to frames.
NUMBER TYPE  OPEN  FEET Also available with special Type C solid cover.
R-3475 A 27 9.8

Also available with 3 1/2" adjusting frame.

PERMANENT VEGETATION TEMPORARY VEGETATION

|[SEEDING DATES: APRIL 1— SEPT 30 | [SEEDING DATES: OCT. 1 — MARCH 31 |

SEED MIXTURE APPLICATION RATES/ACRE SEED MIXTURE APPLICATION RATES/ACRE
BAHIA 50 LBS. RYE GRAIN 175 LBS.
COMMON BERMUDA 50 LBS.
(UNHULLED) FERTILI
GERMAN MILLETT 15 LBS. 10-10-10 @ 1000 LB/ACRE
FESCUE 20 LBS.
MULCH
FERTILIZER

26—13-13 @ 500 LB/ACRE NETTING, OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY

STRAIGHT CAN BE USED AS A MULCH ANCHORING TOOL.
MULCH

APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT,
NETTING, OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY
STRAIGHT CAN BE USED AS A MULCH ANCHORING TOOL.

GENERAL:
— FERTILIZER RATES SHOWN ARE GENERAL RECOMMENDATIONS; FREQUENCY AND AMOUNT OF FERTILIZATION CAN BEST BE DETERMINED THROUGH SITE SPECIFIC SOIL TESTING.
— MAINTENANCE:

SATISFACTORY STABILIZATION AND EROSION CONTROL REQUIRES A COMPLETE VEGETATIVE COVER. EVEN SMALL BREACHES IN VEGETATIVE COVER CAN EXPAND RAPIDLY AND,

IF LEFT UNATTENDED, CAN ALLOW SERIOUS SOIL LOSS FROM AN OTHERWISE STABLE SURFACE. A SINGLE HEAVY RAIN IS OFTEN SUFFICIENT TO GREATLY ENLARGE BARE
SPOTS, AND THE LONGER REPAIRS ARE DELAYED, THE MORE COSTLY THEY BECOME. PROMPT ACTION WILL KEEP SEDIMENT LOSS AND REPAIR COST DOWN. NEW
SEEDLINGS SHOULD BE INSPECTED FREQUENTLY AND MAINTENANCE PERFORMED AS NEEDED. IF RILLS AND GULLIES DEVELOP, THEY MUST BE FILLED IN, RE—SEEDED,
AND MULCHED AS SOON AS POSSIBLE. DIVERSIONS MAY BE NEEDED UNTIL NEW PLANTS TAKE HOLD.

MAINTENANCE REQUIREMENTS EXTEND BEYOND THE SEEDING PHASE.

WEAK OR DAMAGED SPOTS MUST BE RELIMED, FERTILIZED, MULCHED, AND RESEEDED AS PROMPTLY AS POSSIBLE. REFERTILIZATION MAY BE NEEDED TO MAINTAIN
PRODUCTIVE STANDS.

GENERAL SEEDING SPECIFICATIONS

APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT,
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